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Simplify ad placement
Advertising has never been so simple—one person can run 
the entire system. Once the ads are placed, they remain 
in their exact position throughout the game—regardless of 
camera movements and cuts. That means there’s no need for 
any manual user intervention.  

The interface is extremely easy to use and intuitive. With 
its advanced image processing, there’s no need to modify 
your cameras. Integration and set-up can be completed in 
less than 5 minutes using the dedicated keyboard, providing 
substantial savings on operation costs. And because the 
system consists of a single rack-mount 2U unit, it fits easily 
into an OB van, making it a completely mobile solution.

You can implement ADVision on your uplink or downlink 
signals for any type of sport, including football/soccer, 
basketball, American football, baseball, golf, rugby, extreme 
sports, winter sports, and more. Plus, it works with any type 
of event, whether it’s a live production, delayed broadcast, 
or a highlight show. ADVision does it all. And switching to a 
different sport is just one click away.

Automate your workflow
No need to monitor the event. ADVision features an auto 
catching algorithm that detects camera cuts and inserts 
the graphics seamlessly from the first frame. This turns 
your virtual advertising into a much more natural viewing 
experience since it’s “always on,” maximizing the amount of 
ad exposure to your audience in any given production. 

You can pick specific frames from the auto catching setup 
shots bank while the system is tracking. Then, whenever 
the camera returns to a similar view, the tracking will start 
automatically. You can also take a snapshot at any time and 
work in manual mode.

Showcase still images or full motion clips
ADVision makes it easy to display ads tailored for a variety 
of sports. Simply choose and load a template for the type of 
sports event at hand and position graphics easily using the 
drag-and-drop interface. You can use static TIFF files for logo 
branding, as well as full motion video clips.

The interface provides separate controls for each graphic 
image’s position, elevation, size, opacity, and saturation. 
In addition, each element can be set as either chroma or 
linear. You can generate captivating, high-quality virtual 
advertisements directly on the playing field using the built-
in chroma keyer. And when faced with changing lighting 
conditions, you can quickly readjust an image in seconds with 
just a couple of clicks.

Enhance any kind of sport
Seamlessly enhance a game—without intruding on the 
gameplay—no matter what sport you’re covering. Football in 
the US at 7 pm. Rugby from Australia at 9 pm. Golf highlights 
on the 11 pm news. Every sports event is your opportunity to 
generate new revenue streams using a multipurpose, easy-to-
use virtual advertisement solution. 

  

ADVision
Virtual sport advertising 

Turn any sport event into an advertising media platform to generate new revenue streams. ADVision enables 
you to insert real-time virtual advertisements into any type of sports event, as if they’re a part of the actual 
environment. And because the system uses revolutionary, patented image analysis camera tracking technology, 
it eliminates the need for camera sensors. Add the embedded clip player option and you can also play tied-to-
the-field full motion videos and animation clips. 
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Motherboard Intel Haswell platform

Graphics card NVIDIA GeForce GTX 750

CPU Intel 3.6 GHz Quad-Core i5

Operating system 32-bit Red Hat Linux with kernel 2.6

Memory 8 GB DDR3

Internal storage 500 GB system disk, 2 x 500 GB (option)

Ethernet 1 x 1000 BASE-T (RJ45)

Ports 2 USB (front), 2 USB (rear)

Control interfaces 2 x USB, HDMI, Ethernet (1Gbit)

Supported video standard HD: SMPTE 260, SMPTE 295, SMPTE 274, SMPTE 296
SD: SMPTE 259 ITV-R BT.601

Video in (mixer) 1

Video output 2 SDI outputs (video key compositing configurable)
Internal linear keyer
Single channel

Video references Bi/Tri level Sync

Audio Embedded audio support

Clip options QuickTime

Video bypass Mechanical bypass for power failures (optional)

Dimensions  Height: 3.5 in (90 mm) 
Width: 17.4 in (443 mm)
Depth: 24.3 in (617 mm) 
Weight: 33.1 lbs (15 kg) approximate

Power supply Power supply: 100–240 V
Frequency: 47–63 Hz
420W (max)
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